


Sensor Mounting Shelf
For mounting Vantage Pro2 solar radiation and/or UV sensors. Rigid 
shelf with anodized aluminum posts and stainless steel hardware 
attaches easily next to the rain collector on the outside of the inte-
grated sensor suite.

6673 Sensor Mounting Shelf $25
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Vantage Pro2 Options

Daytime Fan-Aspirated Radiation Shield Kit 
An economical solution for adding the benefits of fan aspiration to 
your wireless or cabled Vantage Pro2 or Pro2 Plus. Half the cost of 
our 24-hour fan-aspirated radiation shield, but nearly 75% as effec-
tive in reducing the effects of daytime radiation. Solar-powered fan 
runs during the day. Since there is no backup battery, the fan will 
cease running when night falls and the effects of radiation are less. 
Kit includes fan, solar panel, additional radiation shield plates, and 
hardware, as shown in inset photo. Larger photo shows the kit as 
installed on a wireless Vantage Pro2. Note that this kit is not com-
patible with our original Vantage Pro stations. 

7747 Daytime Fan-Aspirated Radiation Shield Kit  $125

Anemometer Transmitter Kit
Solar-powered kit for use with wireless Vantage Pro2 or Pro2 Plus. 
Allows you to mount the anemometer in a different location than the 
rain collector and the rest of the integrated sensor suite, up to 1000' 
(300 m) from the console/receiver. For longer distances, add one or 
more wireless repeaters. Kit includes transmitter inside weather-resistant 
shelter, solar panel, battery, and mounting hardware.

6332 Anemometer Transmitter Kit $170

Solar Radiation Sensor
To measure solar radiation and solar energy. Diffuser 
element and housing are carefully designed for accu-
rate cosine response. Silicon photo diode provides 
good match to solar spectrum. Two-piece housing 
minimizes radiation heating, allows convection cool-
ing of the sensor, and prevents the trapping of water 
or dust. To mount next to a rain collector, add our Sensor Mounting 
Shelf (not included). 

6450 Solar Radiation Sensor $160
Includes 2' (0.6 m) cable. Use Standard 4-Conductor Extension Cable. Maximum cable length is 125' (38 m) from 
sensor to integrated sensor suite.
7876-008 Cable, 8' (2.4 m) $10 	 7876-040 Cable, 40' (12 m) $18	 7876-100 Cable, 100' (30 m) $40

UV Sensor
Measures the sunburning portion of the UV spectrum.  
Allows you to display UV index, dose rate, and daily and 
accumulated dose. Multi-layer filter provides a spec-
tral response that closely matches the Erythema Action 
Spectrum. Diffuser provides excellent cosine response. 
Two-piece housing minimizes radiation heating, allows convection cool-
ing of the sensor, and prevents the trapping of water or dust. To mount 
next to a rain collector, add our Sensor Mounting Shelf (not included).

6490 UV Sensor $350
Includes 2' (0.6 m) cable. (When sold pre-installed on a Vantage Pro2 Plus, includes 3' (0.9 m) cable.) Use Standard 
4-Conductor Extension Cable. Maximum cable length is 125' (38 m) from sensor to integrated sensor suite.
7876-008 Cable, 8' (2.4 m) $10 	 7876-040 Cable, 40' (12 m) $18	 7876-100 Cable, 100' (30 m) $40

Attaches easily 
to the outside 
of the Vantage 
Pro2 integrated 
sensor suite.
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Vantage Pro2 Options

Or mount it on a wall.Use the console on a desk or at a table. 

Customize your installation.

40' (12 m) Anemometer Cable
All Vantage Pro2 stations, whether wireless 
or cabled, include a cable that lets you mount 
the anemometer and rain collector up to 40' 
(12 m) apart. When the cable is not needed, 
simply lash the coil out of the way on your 
mounting pole. Hardware for mounting on a 
pole or post is included; mounting pole is not. 
Cable may be extended using optional exten-
sion cables. See page 20. 

Included with Vantage Pro2 and Pro2 Plus

Mounting Pole Kit
Optional Mounting Pole Kit includes two gal-
vanized steel poles, connector, and mounting 
hardware. Poles measure 19½" (0.50 m) and 
21" (0.53 m) long. Assemble the two together 
to make a single 37½" (0.95 m) long pole. 
Outside diameter is 15/16" (33 mm).

7717 Mounting Pole Kit $35

Mounting Tripod
Optional tripod makes installation even easier. 
Brackets at the base of legs tilt to mount on 
roof or uneven terrain. Made of galvanized 
steel. Includes two 363/8" (0.92 m)-long poles, 
which may be used separately or together to 
make a single 69¾" (1.77 m)-long pole.

7716 Mounting Tripod $65

Add another console, and get 
the weather report wherever 
you are—indoors or out.
Vantage Pro2 Console/Receiver
To view data from a wireless Vantage Pro2 station 
in additional locations, or for use with any of the 
special-purpose wireless stations shown on 
the previous pages. Receive data 
directly from the outdoor sensors 
or use as a repeater, retransmit-
ting the data from one console/
receiver to another. Includes all the 
features shown on pages 2-3.

6312 Vantage Pro2 Console/Receiver $295

Switch between 
metric and U.S. 
units of measure 
at the push of a 
button!
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Options & Accessories
With our options and accessories, you can build your 
own customized weather station to suit your needs. 
See the chart on page 21 for the maximum number of 
wireless stations that can report to a single Vantage 
Pro2 console/receiver or Weather Envoy.

Wireless Cabled A note about original 
Vantage Pro
Because it uses a different radio, Vantage Pro2 
is not compatible with our original Vantage Pro 
stations. However, WeatherLink and many of our 
installation options are still compatible. If you 
have any questions, please contact us or your local 
distributor for assistance.
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6312 Vantage Pro2 Console/Receiver  $295        102/5 × 11/2  × 61/5 264 × 38 × 156

6316 Wireless Weather Envoy $195        61/2 × 33/4 × 11/2 165 × 95 × 38

6332 Anemometer Transmitter Kit  $170     61/4 × 21/4 × 7 8/9 159 × 57 × 200

7626 Standard Wireless Repeater, AC-Power  $170        61/4 × 21/4 × 7 8/9 159 × 57 × 200

7627 Standard Wireless Repeater, Solar-Power  $220        61/4 × 21/4 × 7 8/9 159 × 57 × 200

7653 Long-Range Repeater, AC-Power  $220        61/4 × 21/4 × 7 8/9 159 × 57 × 200

7654 Long-Range Repeater, Solar-Power  $270        61/4 × 21/4 × 7 8/9 159 × 57 × 200

Se
n

so
rs

6420 Leaf Wetness Sensor  $95  4 × 21/4 × 21/4 102 × 57 × 57

7852 Rain Collector II  $75  81/4 × 81/4 × 91/2 210 × 210 × 241

6440 Soil Moisture Sensor  $50  32/5 × 1 × 1 86 × 25 × 25

6450 Solar Radiation Sensor  $160    2 × 23/4 × 21/4 51 × 70 × 57

6470 Temperature Probe, Stainless  $40  1/4 × 1/4 × 2 6 × 6 × 51

6490 UV Sensor  $350    2 × 23/4 × 21/4 51 × 70 × 57

C
o

m
p

u
te

r 
In

te
rf

ac
e

6510 WeatherLink for Vantage Pro2, Windows  $165          31/2 × 11/5 × 3/4 89 × 29 × 18

6520 WeatherLink for Vantage Pro2, Mac  $165          31/2 × 11/5 × 3/4 89 × 29 × 18

6555 WeatherLinkIP  $295          31/2 × 11/5 × 3/4 89 × 29 × 18

6540 WeatherLink for APRS  $195       31/2 × 11/5 × 3/4 89 × 29 × 18

6544 WeatherLink for Alarm Output  $295          31/2 × 11/5 × 3/4 89 × 29 × 18

6550 WeatherLink for Emergency Response Teams  $295       31/2 × 11/5 × 3/4 89 × 29 × 18

6560 WeatherLink for Irrigation Control  $295          31/2 × 11/5 × 3/4 89 × 29 × 18

7862 WeatherLink for Wizard, Windows  $165    41/2 × 13/4 × 3/4 114 × 45 × 19

7855 WeatherLink for Wizard, Mac OS X  $165    41/2 × 13/4 × 3/4 114 × 45 × 19

6533 Telephone Modem Adapter  $7          21/5 × 13/4 × 2/3 54 × 45 × 16

7870 Telephone Modem Adapter  $7    21/5 × 13/4 × 2/3 54 × 45 × 16

P
o

w
er 6610 Solar Power Kit  $175     61/4 × 21/4 × 7 8/9 159 × 57 × 200

7707 Solar Power Kit  $300   121/4 × 13 × 61/5 318 × 320 × 156

In
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s 7716 Mounting Tripod  $65            30 × 33 × 52 762 × 838 × 1320

7717 Mounting Pole Kit  $35            15/16 diameter × 371/2 33 diameter × 950

7714 Radiation Shield  $65     71/2 × 81/2 × 6 190 × 215 × 152

7720 Rain Collector Heater  $175         4 × 21/4 × 3/4 102 × 57 × 20

6673 Sensor Mounting Shelf  $25    2 × 9 × 3/32 50 × 228 × 2

7767 Surge Protector  $16         11/2 × 11/2 × 11/4 38 × 38 × 32

7768 Surge Protector Shelter  $24         31/2 × 53/4 × 21/4 88 × 145 × 55

7724 Complete System Shelter  $275       151/2 × 73/4 × 131/2 395 × 197 × 343

7728 Multi-Purpose Shelter  $85    151/2 × 73/4 × 131/2 395 × 197 × 343

7747 Daytime Fan-Aspirated Radiation Shield  $125     93/8 × 43/4 240 × 120

Options & Accessories
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	 Included
	 Optional, shown on console
	 Optional, requires 

WeatherLink. Growing 
degree-days also requires 
Ag/Turf Management Module

Unless listed separately, accuracy, resolution, and 
range are for Vantage Pro2 stations. Specifications for 
Perception and Wizard may be somewhat different.  

For complete specifications, visit our website at www.
davisnet.com/links.

Accuracy, Resolution, & Range

“Resolution” refers to the number of digits or decimal places displayed on 
the console. For metric units, this is not the actual unit of measure except 
for rainfall. Our rain collector measures in true 0.01" or 0.2 mm increments. 

All other weather variables are measured and accumulated in U.S. units of 
measure, which are then converted to metric units for display purposes.

Weather Wizard III calculates and displays wind chill 
according to the original National Weather Service Formula. 
A new formula was adopted in 2001. For wind chill using 

this formula, view the data using WeatherLink or choose 
Vantage Pro2 instead.

Sensor Accuracy, Resolution, and Range

Function
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U.S.A. Units Metric Units	
Except for rainfall, all variables are measured in U.S. units of measure and  

rounded to the nearest metric unit shown in the “Resolution” column.

Resolution Range Accuracy ± Resolution Range Accuracy ±

Ag
ric

ul
tu

ra
l Evapotranspiration  0.01"

Day:  to 99.99"
Month:  to 199.99"

Year: to 199.99"
5% 0.1  mm

Day:  to 999.9 mm
Month:  to 1999.9 mm

Year: to 1999.9 mm
 5%

Growing Degree-Days  0.1 Degree-Day Unlimited 0.1 Degree-Day Unlimited

Leaf Wetness  1 0 to 15 0.5 1 0 to 15 0.5

Soil Moisture  1 cb 0 to 200 cb 1 cb 0 to 200 cb

Ba
ro

m
et

ric
 P

re
ss

ur
e Barometric Pressure

(Elevation range:
-1000' to +15,000'; 
-300 to +4500 m)

  0.01" Hg 26" to 32" Hg 0.03" Hg 0.1 mm Hg 660 to 810 mm Hg 0.8 mm Hg

  0.1  mb 880 to 1080 mb 1.0 mb

 0.1  hPa 880 to 1080  hPa 1.0 hPa

Three-Hour Trend 
Slow  0.02" Hg

Rapid  0.06" Hg
5-Position Arrow

Slow  0.5 mm (0.7 mb) 
Rapid  1.5 mm (2 mb)

5-Position Arrow

One-Hour Trend  Change  0.02" Hg 3-Position Arrow
Change  0.5 mm
( 0.7 mb, 0.7 hPa)

3-Position Arrow

Hu
m

id
ity Inside Humidity   1% 10% to 90% 5% 1% 10% to 90% 5%

Outside Humidity  1% 0% to 100% 3% 1% 0% to 100% 3%

Dew Point  1°F –105° to +130°F 3°F 1°C –76° to +54°C 1.5°C

Ra
in

fa
ll

Rainfall

 0.01"

Day:  0 to 99.99"
Storm:  0 to 99.99"

Month: 0 to 199.99"
Year: 0 to 199.99"

4%
0.2 mm. 

(Rounded to 1 mm 
at 2000 mm and above.)

Day:  0 to 9999 mm
Storm:  0 to 9999 mm

Month: 0 to 19,999 mm
Year: 0 to 19,999 mm

4%

 0.01"
Day:  0 to 99.99"

Total:  0 to 99.99"
4% 0.2 mm

Day:  0 to 999.8 mm
Total:  0 to 9999 mm

4%

Rate of Rainfall  0.01" 0 to 99.99"/hr 5% 0.1 mm 0 to 1999.9 mm/hr 5%

So
la

r &
 UV



Solar Radiation  1 W/m2 0 to 1800 W/m2 5% 1 W/m2 0 to 1800 W/m2 5%

Solar Energy  0.1 Ly 1999.9 Ly 5% 0.1 Ly 1999.9 Ly 5%

UV Dose  0.1 MEDs 0 to 199 MEDs 5% 0.1 MEDs 0 to 199 MEDs 5%

UV Index  0.1 0 to 16 5% 0.1 0 to 16 5%

Te
m

pe
ra

tu
re

Inside Temperature    0.1°F 32° to 140°F 1°F 0.1°C 0° to 60°C 0.5°C

Outside Temperature (ISS)   0.1°F –40° to +150°F 1°F 0.1°C –40° to +65°C  0.5°C

Outside Temp (Temp Stn)  1°F –40° to +150°F 1°F 1°C –40° to +65°C 0.5°C

Soil or Water Temperature  1°F –40° to +150°F 1°F 1°C –40° to +65°C  0.5°C

Outside Temp-Hum Index  1°F –40° to +135°F 3°F 1°C –40° to +57°C 1.5°C

Temp-Hum-Sun-Wind Index  1°F –90° to +135°F 4°F 1°C –68° to +64°C 2°C

Wind Chill   1°F –110° to +130°F 2°F 1°C –79° to +54°C 1°C

Ti
m

e/
Da

te Time    1 minute 12 hours 8 sec/mo 1 minute 24 hours 8 sec/mo

Date    month/day 8 sec/mo day/month 8 sec/mo

Sunrise & Sunset  1 minute 1 minute

W
in

d

Wind Direction
  1° 0° to 360° 4° 1° 0° to 360° 4°

 10° 0° to 360° 4° 10° 0° to 360° 4°

Compass Rose   22.5° 16 compass points 4° 22.5° 16 compass points 4°

Wind Speed  
1 mph
1 knot

2 to 150 mph 
2 to 130 knots

5%
0.1 m/s
1 km/hr

1 to 67 m/s,
3 to 241 km/hr

5%

Direction of High Speed  22.5° 16 compass points 4° 22.5° 16 compass points 4°
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Installation Diagrams

Cabled Vantage Pro2 Plus

Integrated Sensor Suite

Console

AC Power 
Adapter

Wireless Vantage Pro2

Integrated Sensor Suite

Console/Receiver

Anemometer Transmitter Kit

Console/Receiver
Integrated 
Sensor Suite

Anemometer 
Transmitter Kit

Anemometer

Remote Anemometer

Console

AC Power 
Adapter

Integrated 
Sensor Suite

Anemometer

Field Station with Solar Power and Soil Moisture

Stainless Steel 
Temperature Probe

Wireless 
Console/Receiver 
in Complete 
System Shelter

Soil 
Moisture 
Sensor

Solar Power Kit

Leaf & Soil Moisture/
Temperature Station

Integrated Sensor 
Suite

Wireless Weather Envoy

USB-mini B

USB Port

AC Power 
Adapter

Weather Envoy 
with WeatherLink 
Data Logger

USB-A

Data Logger Cable

Weather Envoy with a wireless or cabled field station

Cabled Field Station.  With Multi-Purpose Shelter and 7707 Solar Power Kit. Wireless Field Station.  Run on batteries or add our 6610 Solar Power Kit.

WeatherLink for Vantage Pro2

Battery Cover

Data Logger

Vantage Pro2 Console

USB-mini B

USB Port

USB-A

Data Logger Cable

Each Vantage Pro2 console/receiver can receive data  
from up to eight different transmitting stations.

MAXIMUM # of each station type. Total number 
of stations cannot exceed 8.

Transmitting Station Shown on 
Console

Logged by 
WeatherLink

Integrated Sensor Suite 1 1

Anemometer Transmitter Kit 1 1

Leaf  & Soil Moisture/Temperature   2*   2*

Temperature Station 8    3**

Temperature/Humidity Station 8    2**

*	 One fully-populated station or two partially-populated stations; see page 6.
**	 WeatherLink will log a maximum of 3 Temperature Stations or 1 Temperature Station and 

2 Temperature/Humidity Stations. 

Weather Wizard III Installation

Anemometer

Rain Collector
(optional)

Console

Power 
Adapter

To WeatherLink
(optional)

Junction Box

Outdoors	 Indoors

North side of building in Northern Hemisphere

South side of building in Southern Hemisphere

Temperature 
Sensor
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Warranty
We warrant our products 
to be free of defects in 
material and workman-
ship for one year from 
date of original purchase. 
While we make every 
effort to carefully manu-
facture our products to 
the highest standards 
of quality, occasionally 
parts may be found to 
be missing, defective, or 
damaged. If you have a 
defective part, return the 
product to us, shipping 
charges prepaid. Include 
proof of purchase and 
a written explanation 
of the trouble. During 
the warranty period, we 
will, at our option, either 
repair or replace the 
product free of charge. 
This warranty does not 
cover damage due to 
improper installation or 
use, lightning, negligence, 
accident, or unauthorized 
service, or to incidental or 
consequential damages 
beyond the Davis prod-
ucts themselves. Implied 
warranties are limited 
in duration to the life 
of this limited warranty. 
Some states do not allow 
limitations on how long 
an implied warranty lasts, 
or the exclusion or limita-
tion of incidental and 
consequential damages, 
so the above limitation 
may not apply to you. This 
warranty gives you spe-
cific legal rights. You may 
have other rights, which 
vary from state to state or 
country to country.

Details, specifications, 
and prices are subject 
to change at any time 
without notice.

With Vantage Pro2, you get highs 
and lows (and/or totals or averages) 
for just about all weather conditions 
with time and/or date for the last 24 
days, months, or years.
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CONSOLE DISPLAYS
Reading at end of update interval • • • • • • • • • • • • • • • •
Total amount for the interval • • • •
Average reading for the interval •
High reading for the interval •

SET ALARMS for 
Special Alarms      

High Reading • • • • • • • • • • • • • • •
Low Reading • • • • • • • • • •

DISPLAYED but not graphed
Current Year High • • • • • • • • • •
Current Year Low • • • • • • • • • •

GRAPHED & DISPLAYED for last 24 of each of the following 

EO
P End-of-15-Minute Period Readings •

End-of-Hour Period Readings • • • • • • • • • •

TO
TA

LS

15-minute Period Totals •
Hourly Totals • • •
Daily Totals • • •
Monthly Totals • •
Storm Totals (with start & end date) •
Yearly Totals • •

A
V

ER
A

G
ES

10-Minute Averages •
Hourly Averages or Dominant • • • •
Daily Averages or Dominant • •
Monthly Averages or Dominant • •
Yearly Averages •

H
IG

H
S

One-Minute Highs •
Hourly Highs • •
Daily Highs • • • • • • • • • • • • • •
Monthly Highs • • • • • • • • • • • • • •
Yearly Highs • • •

LO
W

S

Hourly Lows •
Daily Lows • • • • • • • • •
Monthly Lows • • • • • • • •
Yearly Low •

Vantage Pro2 Features & Warranty

	 SPECIAL ALARMS
	 	 Storm Warning: Amount of barometric pressure fall.  Storm Clearing: Amount of barometric pressure rise.	 	 10-Minute Average Wind Speed Alarm
	 	 Flash Flood Warning: 15-minute rainfall amount. 24-Hour Rain Alarm: 24-hour rainfall amount.	 	 Daily Evapotranspiration Amount Alarm
	 	 Rainstorm Alarm: Rainfall amount for current storm.	 	 Daily UV Dose Alarm

* Update interval may vary depending on station ID and type of station. 

Weather Forecasting Card
Discusses the use of wind direction, barometric pressure, 
and cloud type in predicting the weather. Includes full list 
of radio weather stations for official broadcasts, plus key 
information on storm warnings, hurricane avoidance, navi-
gating in fog and other hazardous conditions, and more. 
Weatherproof high-strength plastic, full color both sides. 
Punched for binder or bulkhead mounting. Dimensions: 
81/2" × 11" (216 × 279 mm).

131 Weather Forecasting Card $999

30-Day Money-Back 
Guarantee
If for any reason you are unsatis-
fied with anything purchased 
from us, return it within 30 days 
and we will gladly refund your 
purchase price. Shipping charges 
are not refundable. This guar-
antee does not apply to opened 
software packages.
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•	 Barometric Pressure. Currently and for each 
of the last 24 hours. Five-position trend arrow 
shows whether pressure is rising, falling, or 
stable. 

•	 Temperature. Inside and outside tempera-
ture, currently and for each of the last 24 
hours. High and low temperature alarms.

•	 Humidity. Inside and outside humidity, cur-
rently and for each of the last 24 hours. High 
and low humidity alarms.

•	R ain. Rainfall for the last 15 minutes and the 
last 24 hours, days, months, and years. Flash 
flood and 24-hour rain alarms.  

•	R ain Rate. Currently and for each of the last 
24 minutes. Rain rate alarm.

•	R ain Storm. Rainfall for the last 24 storms, 
with beginning and ending dates for each 
storm. Rain storm warning and alarm.

•	 Wind Speed. Current wind speed. Average 
for the last ten minutes and each of the last 24 
hours. High and average wind speed alarms.

•	 Wind Direction. Currently and for the last 
24 hours, days, and months. Direction of high 
wind speed.

•	 Wind Chill. Current wind chill. Wind chill 
alarm.

•	 Dew Point. Currently and for each of the last 
24 hours. High and low dew point alarms.

•	 Heat Index. Currently and for each of the last 
24 hours. Heat index alarm. 

•	 Sunrise & Sunset. Time of sunrise and sun-
set at your location—it even takes daylight 
savings time into account!

•	 Highs & Lows. For most weather variables, 
with time and/or date, for each of the last 
24 hours, days, months, and years.

•	 Optional Sensors. For UV and solar radiation, 
evapotranspiration, soil moisture, and more.

•	 On-screen graphing. Graph current con-
ditions, averages, or highs and lows for the 
last 24 hours, days, months, or years.  

•	 Your own local forecast. Forecast icons 
show sun, part sun, clouds and rain, or snow. 
Check the scrolling ticker-tape 
for more details.

All this—and much more—
in a station that’s easy to 	
set up and fun to use.

•	 Transmits weather data 
wirelessly up to 1000'—	
that’s over 3 times the distance of 
competing stations!

•	 Now transmit even farther—
for miles on end—	
with our long-range repeaters. 
See page 9.

•	 Post weather data directly 	
to the Internet without a PC! 
See page 13.




